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DESIGNED FOR EXTREME WEAR
Add weeks, months, even years of service life of your components.

LATEST IN OVERLAY TECHNOLOGY
Advanced consumables, new chemical compositions, and modern procedures.

MORE CARBIDES THAN OTHERS
30% dilution of carbides with upright carbide orientation gives more performance.

EXCELLENT TECHNICAL SUPPORT
Experienced engineers ready to solve problems, initiate developments, and produce results.

MADE IN EUROPE
Superior quality and reliability to deliver consistent results and give peace of mind.
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Wide range of plates from 2+2  
to 75+50 mm and different 
deposition patterns available. 
Common sizes in UAE stock.

Custom tubes up to 28” with 
ID 44 - 683.5 mm and OD 63.5 
- 711.2 mm available.

Swedish ME Steel FZC
Official Provider of ALTCROM Plates and Parts
PO Box 51270, Hamriyah Free Zone, Sharjah, United Arab Emirates
T +971 6 5261875  |  F +971 6 5261876

swedishmesteel.com
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HARDFACING TUBES AND BENDS AS PER YOUR REQUEST

CLADDED PLATES AND COMPONENTS

PRODUCTS HARDNESS TEMP ALLOYS APPLICATION
CARBIDE MATRIX *

30% Chrome
0.5% Boron

1200-1600 HV0.4
60-64 HRC 500 °C Cr-Si-Mn-B

Crusher Rolls, Mixer Parts, Screws, 
Grit Cones, VRM Liners 
Impact and Abrasion

Chrome Vanadium 
and Titanium

1400-2400 HV0.4
58-63 HRC 350 °C Cr-Mn-V-Ti

Impact Bars 
Crushers, Mills 
High Impact and Abrasion

Chrome and Niobium
1900-2400 HV0.4

62-65 HRC 650 °C Cr-Si-Nb-B
Fan Blades 
Excavator Scoops 
High Abrasion

Chrome Molybdenum 
and  Niobium

1900-2400 HV0.4
63-65 HRC 800 °C Cr-Mo-Nb-V-W

Slag Conveyor Screws 
Hot Sinter Crusher 
High Abrasion and Temperature

Chrome Niobium 
Vanadium and Boron
1900-3000 HV0.4

65-69 HRC 500 °C Cr-Nb-V-B
Fan Blades 
Mining Industry 
Impact and Abrasion

Tungsten Carbide
Nickel Base

3000 HV0.4
57-60 HRC 600 °C 62% WSC

TBM, Hammer Mill 
Dredging Equipment 
Extreme Abrasion and Impact

 * matrix hardness depends on number of deposition layers


